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The network traffic link from the DET Data Center at the State Office Building to 
the Social Security Administration (SSA) data center in Baltimore, Maryland was 
converted from a 56kb proprietary SNA line to IP utilizing IBM’s Enterprise 
Extender (EE) software July 17, 2006. 
 
Prior to the conversion, data destined for SSA routed through a leased line 
terminating at one of the mainframe front end processors (FEPs) in the DET Data 
Center. This line, L142628, is now inactive and will be removed from the FEP in 
the near future.  
 
Application software code and data are not affected by this conversion because 
EE takes existing mainframe SNA datastreams and “wraps” them within IP 
protocol data prior to sending them over an IP network. Sterling’s Connect Direct 
(commonly referred to as NDM) processes require no changes. Neither do 
transactions utilizing the CICS connections to SSA. 
 
However, any procedures which check for the availability of line L142628 or its 
underlying Physical Unit S1426281 prior to sending data to SSA must be 
changed to reflect the new EE devices. Availability of the path to SSA can be 
checked by displaying two mainframe major nodes, A03EEXCA and 
A03SWSSA. 
 
Display A03EEXCA: 
 
d net,id=a03eexca,e                                         
IST097I DISPLAY ACCEPTED 

 
IST075I NAME = A03EEXCA, TYPE = XCA MAJOR NODE 498                   
IST486I STATUS= ACTIV, DESIRED STATE= ACTIV                          
IST1679I MEDIUM = HPRIP                                              
IST1685I TCP/IP JOB NAME = TCPIP                                     
IST924I ---------------------------------------------------- 
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IST089I EEGROUP  TYPE = LINE GROUP       , ACTIV                     
IST1680I LOCAL IP ADDRESS 204.113.16.53                              
IST924I ---------------------------------------------------- 
IST654I I/O TRACE = OFF, BUFFER TRACE = OFF                          
IST1656I VTAMTOPO = REPORT, NODE REPORTED - YES                      
IST170I LINES:                                                       
IST1901I LINES UNDER GROUP: EEGROUP                                  
IST232I E0000000 ACTIV                                               
IST232I E0000001 ACTIV                                               
IST232I E0000002 ACTIV    

… 
… 

 
IST232I E0000061 ACTIV 
IST232I E0000062 ACTIV 
IST232I E0000063 ACTIV 
IST314I END    
 
Note all 64 lines (Ennnnnnn) must show ACTIV. 
 
Display A03SWSSA: 
 
d net,id=a03swssa,e 
IST097I DISPLAY ACCEPTED 
 
IST075I NAME = A03SWSSA, TYPE = SW SNA MAJ NODE 705  
IST486I STATUS= ACTIV, DESIRED STATE= ACTIV          
IST1656I VTAMTOPO = REPORT, NODE REPORTED - YES      
IST084I NETWORK RESOURCES:                           
IST089I EEPUSSA  TYPE = PU_T2.1          , ACTIV     
IST089I EEPUBKUP TYPE = PU_T2            , NEVAC     
IST1500I STATE TRACE = OFF                           
IST314I END                                                          
 
Note path EEPUSSA and/or path EEPUBKUP must show ACTIV. 
 
 
 


